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This work presents the exploratory experimental results of a co-located solar receiver and thermal energy storage
(TES) concept based on a pool of molten glass contained in a cavity, serving as solar receiver and TES medium
simultaneously. Distinctive features of the system are the direct and volumetric absorption of solar radiation by
the semi-transparent glass and a stationary TES medium. Only the charge cycle was studied, without a heat-
removal system. Recycled soda-lime-silica (SLS) container glass of various colors was adopted as working
medium in a setup tested at the ETH’s High Flux Solar Simulator (HFSS). A steady 3D heat transfer model of the
experimental apparatus, which couples Monte-Carlo ray-tracing and CFD techniques, was developed and vali-
dated against the experimental results. The tests used the HFSS as the only energy source, with maximum
radiative fluxes of 1.2MW m 2 and power input of 1.5 kW directly absorbed by the glass, which reached
measured temperatures of 1300 C° , while the maximum temperatures –as predicted by the model– exceeded
1500 C° . Such conditions were maintained for 5 to 10 h and no technical problems were encountered with the
containment of the hot glass melt. These preliminary results demonstrate that silicate glasses are effective vo-
lumetric absorbers of solar radiation up to temperatures exceeding 1300 C° .
1. Introduction
Concentrated solar power (CSP) uses highly concentrating optics to
deliver heat at temperatures exceeding 2000 C° , allowing to drive high
temperature industrial processes. Notable examples are the production
of electricity (Jelley and Smith, 2015), carbon–neutral fuels (Romero
and Steinfeld, 2012) and the metallurgical extraction processes
(Steinfeld, 1997; Davis et al., 2017). When integrated with thermal
energy storage (TES) systems, these power generation and thermo-
chemical processes can be operated continuously and round-the-clock,
despite the intermittent nature of solar irradiation.
To exploit this potential, further developments of TES systems are
needed for operating at 1000 C° and above. Current state-of-the-art is
based on molten salts at approximately 565 C° . Higher temperatures call
for new salt formulations, each bringing new challenges as the corro-
sion mechanisms differ among candidate salts (Mehos et al., 2017). A
number of works review the status and the latest advancements in the
field of high temperature TES, e.g., Kuravi et al. (2013), Prieto et al.
(2016), Zhang et al. (2016) and Pelay et al. (2017).
Due to their favorable properties in terms of high temperature re-
sistance and compatibility with other materials, molten glasses are re-
ceiving attention as candidate TES materials. Glass is a non-crystalline
amorphous solid made of refractory oxides such as silica (SiO2), lime
(Ca(OH)2) and soda (Na2CO3). These are among the most abundant
elements on earth’s crust, evenly distributed and inexpensive. The
manufacture of glass is an ancient industry, where temperatures of the
order of 1600 C° are routinely dealt with for centuries (Cable, 2006).
Extensive knowledge of the processes involved is available (Kraus and
Horst, 2002) and solutions to technological issues such as the glass melt
containment are established industrially (Bingham et al., 2011;
Selkregg, 2018).
Elkin et al. (2013) proposed to substitute molten salts with oxide
glasses as the heat transfer fluids (HTFs) and TES media in CSP plants
based on the two-tank sensible-heat storage concept (Kuravi et al.,
2013). This requires the glass to be circulated to a heat exchanger and a
tower-mounted solar receiver which, due to the very high viscosities, is
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impractical for common glasses. New phosphorous glass formulations
are proposed for the range 400–1200 C° (Elkin et al., 2013), to be used
in a solar receiver based on a directly-irradiated 2–3mm thick falling
glass film (Herrera et al., 2017). Cárdenas et al. (2016) proposed a
different TES concept where molten container glass is indirectly heated
to 1000 C° through an upward-facing cavity receiver. Graphite inser-
tions are used to enhance the energy transfer to the container bottom,
where the heat extraction process takes place. These previous studies do
not present experimental results. Other authors are investigating the
use of glasses as phase change materials, and encouraging experimental
evidences have already been reported for low temperature applications
(Muramoto et al., 2018).
In the framework of the EU-funded project GLASUNTES1, a co-lo-
cated solar receiver and TES concept is investigated. It consists of a
molten glass pool contained in a cavity, serving as solar receiver and
TES medium simultaneously. Similar systems have been proposed,
mainly for the use with molten salts (Epstein et al., 1999; Slocum et al.,
2011; Badenhorst et al., 2016). In particular, the CSPonD concept in-
troduced by Slocum et al. (2011) is currently in the demonstration
phase (Gil et al., 2015; Gil et al., 2017).
Distinctive features of the system are the direct and volumetric
absorption of solar radiation by the semi-transparent glass melt and a
stationary TES medium. In this work, we describe the first experimental
results for the charge cycle (without a heat-removal system), using re-
cycled soda-lime-silica (SLS) container glass of various colors. We dis-
cuss a steady 3D heat transfer model to simulate the experimental ap-
paratus. The model couples Monte Carlo ray-tracing (MCRT) and
Computational Fluid Dynamics (CFD) techniques and is validated by
comparing numerically calculated and experimentally measured tem-
peratures of the glass melt. This validated simulation model can serve
as a tool for the further development of this technology, notably, the
design and optimization of a scale-up demonstration system.
The work is structured as follows. The experimental setup is de-
scribed in Section 2. The process of radiative heat transfer in hot glass is
discussed in Section 3 and the developed model is introduced in Section
4. The experimental results are presented in Section 5, while the con-
clusions and an outlook to future work in Section 6.
2. System configuration and experimental setup
A schematic of the experimental setup is shown in Fig. 1(a).
Fig. 1(b) shows the photograph of the setup during experiments. An
alumina crucible is placed inside a shell made by Al2O3–SiO2 fibrous
insulation boards. A board of the same material serves as the lid of the
cavity. A tapered circular aperture with 40mm diameter is machined in
this lid, allowing for the access of concentrated solar radiation into the
cavity from the top, according to the beam-down optical configuration
(Rabl, 1976; Segal and Epstein, 1999).2 A maximum of 4.5 kg of pul-
verized glass can be loaded in the crucible, resulting in a melt height of
about 55mm. The main sizes of the setup are reported in Fig. 2.
2.1. Glass samples
Several samples of amber and clear SLS container glass were used in
the tests. The glass came from a recycling plant in the form of cullet,
which was rinsed with water, dried, and then pulverized to a final size
of approximately 20 µm. The chemical composition, measured by X-ray
diffraction, comprised 70.5 wt% SiO2, 12.4 wt% Na2O, 10.3 wt% CaO,
2.5 wt% MgO, 2.1 wt% Al2O3, and 1.2 wt% K2O. This composition is
common to all the samples and is well in line with standard SLS con-
tainer glass formulations (Seward and Vascott, 2005). The amber glass
used in this study has 0.38 wt% of iron as Fe2O3 and 0.034 wt% of
chromium as Cr2O3, while the clear glass has 0.05 wt% and 0.002 wt%,
respectively. As detailed in the following, these trace components are
added as coloring agents. The remainder is constituted by minor
amounts of Ti, Mn, Pb and Zr oxides (0.6–0.7 wt% in total).
2.2. Temperature measurements
Measuring the temperature distribution of hot glass bodies is in
general a difficult task because of errors introduced by internal radia-
tive heat transfer (Glicksman and Renier, 1973). Thermocouples are
commonly adopted due to their accuracy and simplicity (Viskanta et al.,
1975, 1993, 2014) and, for the same reason, were selected in the pre-
sent study.
Nomenclature
Symbols
Qconv convective heat losses from external walls (W)
hconv convective heat transfer coefficient (Wm K )2 1
T surroundings temperature (K)
Qrad,walls radiative heat losses from external walls (W)
Qrad,ap radiative heat losses from aperture (W)
Tap aperture temperature (K)
Ssolar radiative source term in Eq. (2) (Wm−3)
T temperature (K or C° )
E spectral emissive power (Wm µm )2 1
Ib blackbody spectral radiative intensity (Wm µm )2 1
TS source temperature in Eq. (1) (K)
lm Planck-mean photon mean-path length (mm)
L characteristic system length (mm)
qc conductive heat flux vector (Wm )2
qr radiative heat flux vector (Wm )2
k molecular thermal conductivity (Wm K )1 1
n refractive index
kR radiative conductivity (Wm K )1 1 , Eqs. (6) and (9)
keff glass effective thermal conductivity (Wm K )1 1
Greek Symbols
walls external walls emittance
ap aperture emittance
wavelength (µm)
spectral absorption coefficient (cm )1
m Planck-mean absorption coefficient (cm )1 , Eq. (1)
L optical thickness
Stefan–Boltzmann constant (Wm K )2 4
R Rosseland-mean absorption coefficient (cm )1 , Eq. (5)
Abbreviations
CSP concentrated solar power
TES thermal energy storage
HTF heat transfer fluid
SLS soda-lime-silica
EU European Union
MCRT Monte Carlo ray-tracing
CFD computational fluid dynamics
TC thermocouple
ETH Swiss federal institute of technology - Zurich
HFSS high flux solar simulator
CCD charge-coupled device
1 Project website: www.glasuntes.eu. 2 Note that no secondary concentrator is used in this case.
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A multi-point thermocouple probe was designed and built. Three
standard S-type thermocouple-wires (90% Pt-10% Rh/Pt) with a dia-
meter of 0.35mm were inserted in a custom made ceramic assembly,
obtained from 6-bore dense alumina tubes with external and bore
diameter of 4 and 0.8 mm, respectively. The instrument thus assembled,
shown in Fig. 3, allows to measure 3 temperatures. This is then inserted
into a ceramic closed-end tube with 7mm external diameter, with the
aim of shielding the measurement joints from the radiation source, and
to prevent the poisoning of the platinum-based wires by silica (Kinzie,
1973). The shield gets trapped in the glass upon cooling and solidifi-
cation after each test, while the instrument can be extracted and reused.
By inserting two such probes, a grid of 6 measuring points within the
glass is obtained, as indicated by the legend TC 1 to TC 6 in Fig. 2. The
measurement accuracy is within 5 C± ° at the maximum temperatures
reached during the experiments.
Other S-type TCs are used to monitor the temperature of the cru-
cible bottom (TC 8–9) and side (TC 7) walls, while K-type TCs are
placed in the insulation shell (TC 10–12) and in the lid (TC 14–15).
Additional TCs (not shown) were placed in the plane normal to Fig. 2
and containing the aperture axis, in positions corresponding to TC 7, 11
and 12.
2.3. The HFSS
Experimentation was performed at the ETH’s High Flux Solar
Simulator (HFSS): an array of 7 Xenon short-arc lamps (Osram XBO
6000W), each coupled to a truncated ellipsoidal reflector having a
common focal point, see Petrasch et al. (2007).3 The HFSS provides a
source of intense thermal radiation that approximates the heat transfer
characteristics of highly concentrating solar systems, see Fig. 4(a).
The setup is positioned with the aperture located in the focal plane
of the HFSS. In order to do so, the incoming beam is redirected
downwards by a water-cooled 45° mirror and enters the setup from the
top, as shown in Fig. 1. The radiative flux distribution at the focal plane
point where the mirror intersects the beam was measured optically
using a calibrated CCD camera focused on a water-cooled Al2O3-coated
Lambertian target. The radiative power input was determined using a
water-calorimeter. By design, the entering flux impinges on a central
region of the melt surface, representing approximately 20% of the total
exposed top surface.
2.4. Procedure
A typical experimental run lasted up to 10 h, and it consisted of two
consecutive stages. During the first stage, the setup was heated from
cold conditions using the HFSS as the sole energy source. The radiative
power input was controlled such that the measured temperature non-
uniformities over the crucible walls did not exceed 150 C° , nor the
heating rate 300 C min 1° , in order to prevent excess thermal stresses
leading to failures of the crucible itself. The heating process continued
as long as it was possible to fulfill these constraints, considering that the
total experiment time could not exceed twelve hours.
The second stage aimed at reaching steady-state conditions: the
power input was kept constant until the variations of all the measured
temperatures dropped below±0.2 C min 1° . The maximum power input
was 1.5 kW for all the tests performed, corresponding to a mean solar
concentration ratio over the aperture of approximately 1200 suns.4
2.5. Experimental results
For all the tests performed, it was possible to completely melt the
glass powder loaded in the crucible, Fig. 5(a), to reach and maintain
temperatures exceeding 1000 C° and to obtain a melt with depth
around 55mm.
In the case of clear glass, it was not possible to increase the melt
temperature without overheating the crucible bottom. The maximum
glass temperature achieved was thus limited to 1145 C° , and the ob-
tained melt was rather heterogenous. Conversely, the heating process
was easily controlled during the tests employing amber glass: measured
melt temperatures around 1300 C° were reached and maintained for
more than 5 h, and the melt obtained was very uniform, as shown in
Fig. 5(b).
3. Radiative heat transfer in hot glass
As temperature increases above 500–600 C° , radiative exchange
becomes the dominant heat transfer mechanism in homogeneous semi-
transparent materials, which can be modeled as absorbing-emitting
media (Viskanta and Anderson, 1975). The absorption coefficient of SLS
glasses varies over more than three orders of magnitude in the range of
wavelengths of interest for thermal systems. This can be seen in
Fig. 4(b), showing the spectral absorption coefficient of a clear and of
an amber SLS container glass representative of the materials used in this
study. To construct the figure, the data of Endrýs et al. (1997) have
been complemented in the UV region considering the cutoff due to
charge transfer phenomena, which makes SLS glasses opaque for
Fig. 1. Schematic of the experimental setup (a), and photograph of the setup in
the HFSS during testing (b).
3 In the reference, a previous HFSS model developed by the research group is
described, which has 11 lamps instead of 7.
4 Concentration ratio expressed in “suns”, i.e., normalized to 1 kW m 2.
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wavelengths lower than approximately 0.34 µm, irrespective of tem-
perature and concentration of coloring agents (Ades et al., 1990). Other
features common to SLS glasses are the increased infrared absorption
due to vibration of the hydroxyl groupings starting around 2.8 µm, and
of the basic silica framework from approximately 4.2 µm (Ades et al.,
1990; Choudhary and Potter, 2005). The major components of silicate
glasses are weak absorbers in the 0.5 < < 2.5 µm region. On the other
hand, trace materials like the first row transition metal ions can cause
significant absorption of visible light, and are commonly added as
coloring agents. In standard container glasses mainly iron and chro-
mium ions are used, and both the intensity and the wavelength of ab-
sorption depend on their oxidation state and coordination, in turn in-
fluenced by melting conditions and temperature (Bamford, 1978).
Glasses containing only low amount of iron and chromium, and
produced under oxidizing conditions (i.e., iron mostly present as Fe3+),
feature a comparatively low absorption in the 0.5 < < 2.5 µm region,
as can be seen for the clear glass in Fig. 4(b). For glasses with relatively
high iron content and produced in reducing atmosphere, like amber
glass, the absorption band of Fe2+ around 1.0–1.1 µm dominates the
spectra between 0.5 and 2.5 µm. In general, the absorption strength of
the Fe2+ band in these glasses decreases with temperature (Faber,
2002; Choudhary and Potter, 2005), as shown in Fig. 4(b).
The Planck-mean absorption coefficient, defined as (Modest, 2013)
I T T d
I T d
( ) ( )
( )
,m 0
b S
0 b S (1)
can be adopted to evaluate the spectrally-averaged absorption of ra-
diation from a source at temperature TS by a medium at temperature T.
In Eq. (1), Ib is the blackbody spectral radiative intensity of the source
and T 5777S = K is assumed for solar radiation. The values of for the
glass are taken from Endrýs et al. (1997) and linearly interpolated for
intermediate temperature values. Variations of the redox state during
the tests are neglected, given the very low diffusivity of atmospheric
oxigen in the melt. Eq. (1) is solved by integrating numerically over the
spectral window 0.3 4.5< < µm, which contains 96% of the black-
body emission at 5777 K. The resulting m values for the two glasses at
different temperatures are listed in Table 1, together with the corre-
sponding photon mean-path length lm m1= .
Hot glass is a medium participating in the radiative heat transfer, for
which the optical thickness based on the extinction of radiation tra-
veling in direction l is l dl( )L mL 0= . Considering the average meltdepth L 55= mm as the characteristic system length, the optical
thickness of the problem at hand is evaluated as LL m= , assuming m
to be constant over L. Also the L values are reported in Table 1.
4. Heat transfer model
A 3D heat transfer model was developed to simulate the experi-
ments performed with the amber glass. The computational domains of
the model – fluid and solid – are indicated in Fig. 2. The insulation and
the crucible are modeled as solid domains. Being the cavity open, the
air contained in it is heated during the experiments and flows through
the aperture due to buoyancy. However, no bulk flow establishes
through upward-facing apertures, but a slow and unstable streaming
due to the impediment of the outflow from the cavity by the inflow,
resulting in a reduction of convection losses with respect to, e.g.,
Fig. 2. Section-view of the co-located solar receiver-TES system model, showing the thermocouples positions, the modeling domains, the boundary conditions, and
the source term (sizes in mm).
Fig. 3. Three points temperature probe. From the left: ceramic shield, probe
with measuring joints marked by the red circles, and detail view. (For inter-
pretation of the references to colour in this figure legend, the reader is referred
to the web version of this article.)
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horizontal apertures (Taumoefolau et al., 2004; Leibfried and
Ortjohann, 1995). Heat losses due to natural convection of ambient air
in the cavity are therefore neglected in the present analysis, and air is
treated as a stagnant fluid not participating in the radiative transfer.
Significant natural convection currents are not expected to establish
in the glass melt either, mainly due to its high viscosity (40 Pa·s at 1300
C° ) and small depth. For the experiments with the highest measured
glass temperatures, the Rayleigh number is approximately 250, while
the critical value for the inception of convection in glass melts is around
1700 (Eryou and Glicksman, 1972). Therefore, natural convection in
the glass melt is considered negligible with respect to the predominant
radiative transfer mode and the melt itself is modeled as a participating
solid body. Notably, the melting process is not modeled since this oc-
curs at temperatures around 600 C° , which are far lower than the
temperature levels of interest in the present study, i.e., above 1000 C° .
4.1. Governing equations
In the absence of motion, the energy conservation equation alone
suffices to model the system, i.e., in steady vector form (Modest, 2013),
S q q· · 0.solar c r = (2)
In Eq. (2), q· c and q· r are the divergence of the conductive and
radiative heat flux vectors, respectively, and Ssolar is the source term
accounting for the incoming solar radiation from the HFSS.
The conduction transfers are modeled according to the Fourier’s
formulation of heat diffusion
k Tq ,c = (3)
where k is the phonon (or molecular) thermal conductivity of the given
material. The radiative heat transfer within the cavity is modeled fol-
lowing the radiosity method (Modest, 2013), considering the insulation
and crucible walls as opaque and diffusely reflecting surfaces, the melt
surface as specularly reflecting, and modeling the aperture as a black
surface at 0 K.
When L is much larger than unity, as it is the case for the amber
Fig. 4. (a) Emission spectra for a blackbody at 5777 K, for the terrestrial direct
solar radiation according to the ASTM G-173–03 standard, and for the HFSS
lamps. (b) Spectral absorption coefficient for clear and amber container glass
at 800 C° and 1400 C° , adapted from Endrýs et al. (1997).
Fig. 5. (a) Amber glass powder loaded in the crucible before testing, and (b)
glass block obtained after cooling (section cut along the mid-plane, including
the thermocouples shields).
Table 1
Planck-mean absorption coefficient m of container glasses irradiated by a
blackbody source at T 5777S = K (Eq. (1)), corresponding photon mean-path
length lm m1= , optical thickness L for a melt depth of 55mm, and Rosseland-
mean absorption coefficient R (Eq. (5)).
Glass T m lm L 55mm= R
( C° ) (cm−1) (mm) (cm−1)
Amber 800 3.15 3.2 17.2 3.37
1000 2.86 3.5 15.7 2.55
1200 2.60 3.8 14.5 2.02
1400 2.35 4.2 13.1 1.60
Clear 800 0.52 19.0 2.9
1000 0.64 15.6 3.5
1200 0.71 14.1 3.9
1400 0.80 12.5 4.4
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glass (Table 1), the medium can be considered optically thick and the
radiative heat flux can be expressed as (Modest, 2013)
d n T
dl
q 4
3
( ) ,
R
r
2 4= (4)
where R is the Rosseland-mean extinction coefficient defined as
T
dI
dT
d1
4
1 .
R
b
3 0 (5)
Eqs. (4) and (5) express the well known Rosseland approximation
(Rosseland, 1936), which leads to define a radiative conductivity kR as
k n T16
3
.R
R
2 3= (6)
This approach allows to reduce the radiation problem in the glass to
a heat-diffusion process with strongly temperature-dependent con-
ductivity, i.e. (Modest, 2013),
k Tq .Rr glass= (7)
In the optically-thick case, the conductive and radiative source
terms in Eq. (2) can thus be expressed, for the glass, as
k Tq q· · ·( ) ,c r eff glass= (8)
where keff is the glass effective thermal conductivity k k kReff = + .
Eq. (6) is solved integrating numerically over the spectral window
0.3 4.5< < µm using the data of Endrýs et al. (1997) for the amber
glass. This range of wavelengths contains all the significant contribu-
tions to the radiative heat transfer in SLS glasses at these temperatures,
as detailed by Choudhary and Potter (2005). Discrete R values thus
calculated are reported in Table 1. The kR results in the 800 1400 C°
can be fitted with a third-degree polynomial as
k T T T3.930e1 1.068 e 1· 9.891 e 5· 3.375e· ,R 2 3= + + (9)
where the temperature is in degrees Kelvin.
Notably, the diffusion approximation should be adopted with cau-
tion since, as the optical thickness gets smaller and closer to unity –
and/or close to the container walls – the concept of radiative con-
ductivity itself ceases to be well defined and the predictions obtained
with this method loose accuracy and physical meaning (Modest, 2013;
Viskanta and Song, 1985).
4.2. Material properties
Material properties used in the CFD modeling are listed in Table 2.
The thermal conductivity and the optical properties of the Al2O3-SiO2
insulation and of the crucible were taken from the manufacturers and
from the literature (Touloukian and Dewitt, 1972).
4.3. Boundary conditions and source term
The boundary conditions and source term are schematically in-
dicated in Fig. 2. The radiative power input delivered by the HFSS and
absorbed within the cavity-receiver was determined by MCRT, yielding
the energy source Ssolar to the CFD code, where it is assumed to be
absorbed on the glass surface. At the outer walls, natural convective
heat transfer is modeled using Nusselt correlations for flat surfaces such
as those proposed by Churchill and Chu (1975). Given the compara-
tively large thickness of the insulation, the problem is dominated by
heat-diffusion. Therefore, inaccuracies in the estimation of the outer
convective heat transfer have a negligible influence on the results.
Radiative heat losses from the walls are calculated assuming black
surroundings at temperature T 293= K and 0.2walls = .
4.4. Numerical solution
The MCRT simulations of Ssolar were performed using the in-house
code VEGAS (Petrasch, 2010). The CFD simulations were performed
with ANSYS Fluent 18.2, and the available radiosity method im-
plementation – called surface to surface model – was used to solve the
radiative heat transfer within the cavity. The key input for the method,
i.e., the view factors between the cavity walls, were also calculated by
MCRT using VEGAS. The governing equation is discretized in space
(approximately 250,000 cells, mixed parallelepipeds and tetrahedrons)
and solved on all the cells by the finite-volume method with a third-
order accurate scheme (ANSYS, 2018; van Leer, 1979).
5. Experimental validation and results
The MCRT simulation of the HFSS was experimentally validated
with measurements of the radiative flux distribution at the mirror
plane, as detailed in Furler and Steinfeld (2015). The radiative power
input through the aperture of the co-located receiver-TES model was
obtained by integration of the simulated flux, and verified against
measurements using a water-calorimeter. Note that the concentrated
beam expands after entering the cavity through its aperture. The si-
mulated distribution of the heat flux absorbed on the glass surface is
shown in Fig. 6(a).
Experimental validation of the heat transfer model was accom-
plished by comparing its numerical output to the experimental mea-
surements. The calculated temperature field in the glass is shown in
Fig. 6(b), and Table 3 reports the comparison with the measured values.
The agreement is in general satisfactory, particularly for the locations
farther from the walls. Discrepancies are attributed to the intrinsic
limitations of the diffusion approximation adopted to model the ra-
diative transfer within the melt, to inaccuracies in the high temperature
Table 2
Material properties used in the CFD analysis.
T (K) Ref.
Al2O3-SiO2 insulation
Th. conductivity (W m K )1 1 T T1.741 e 1 2.452 e 4· 3.067 e 7· 2+ 600–1200 Kapyfract (2016)
Hemispherical total emittance 0.3 – Touloukian and Dewitt (1972)
Crucible (porous alumina 97%)
Th. conductivity (W m K )1 1 2.5 300 Almath Crucibles (2018)
Hemispherical total emittance 0.3 – Touloukian and Dewitt (1972)
Glass (amber)
Th. conductivity (W m K )1 1 1 300–1773 Seward and Vascott (2005)
Rad. conductivity (W m K )1 1 See Eq. (9) 873–1673 Endrýs et al. (1997)
Surface emittance 0.9 – Lee and Viskanta (2001)
Air
Th. conductivity (mW m K )1 1 T T0.11e1 8.79 e 2· 2.17 e 5· 2+ 60–2000 Stephan and Laesecke (1985)
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material properties (most notably for the Al2O3-SiO2 insulation) and to
uncertainties in the positioning of the thermocouples.
It can be seen that the predicted temperatures in the glass region
where the HFSS flux is initially absorbed reach maximum values ex-
ceeding 1500 C° . This was qualitative verified during the experiments,
where a corresponding region of lower-viscosity melt was observed
with a CCD camera looking through the aperture.
6. Conclusions and outlook
This work presents the exploratory experimental results of a co-lo-
cated solar receiver and TES concept based on a pool of molten glass
contained in a cavity, serving as solar receiver and TES medium si-
multaneously. Only the charge cycle was studied, without a heat-re-
moval system. Recycled soda-lime-silica (SLS) container glass of various
colors was adopted as working medium in a setup built and tested at the
ETH’s High Flux Solar Simulator (HFSS). A steady 3D heat transfer
model of the experimental apparatus, which couples Monte-Carlo ray-
tracing and CFD techniques, was developed and validated against the
experimental results. This simulation tool can support following
development steps of the proposed concept.
The tests started from cold conditions and used the HFSS as the sole
energy source, with maximum fluxes of 1.2 MW m 2 and radiative
power input of 1.5 kW. This input was directly absorbed by the glass,
which reached measured temperatures of 1300 C° . The temperatures
predicted by the model in the melt region where the HFSS flux is in-
itially absorbed reach maximum values exceeding 1500 C° . These
conditions were maintained for 5 to 10 h and no technical problems
were encountered with the containment of the hot glass melt. In all
tests, the glass was completely melted notwithstanding the fact that the
heat input was absorbed over an area of approximately only 20% of the
total exposed melt top surface. The melt obtained from the clear glass,
being more transparent, causes an overheating of the crucible bottom
and inhomogeneous melting, making the process poorly controllable at
this small scale. These preliminary results demonstrate that molten
glass acts as an effective volumetric absorber of solar radiation up to
temperatures exceeding 1300 C° .
The thermal behavior depends on the glass color due to the impact
of transition ions in determining the material absorption spectrum.
Ongoing work deals with the design and implementation of the heat-
removal system, to further demonstrate the feasibility of the proposed
TES concept.
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